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29. Oktober 2021 / Dimensions in mm (not binding)

The new generation code lock

Name Description Colour Article-No.

KICCO P4 SET, 90° left Lever lock-Set for 4-digit code, free multi user code black 113 122694

KICCO P4 SET, 90° right Lever lock-set for 4-digit code, free multi user code black 113 122638

KICCO P4 SET, 90° vertical right Lever lock-set for 4-digit code, free multi user code black 113 123191

KICCO masterkey with decoding function blue 113 122764

KICCO decorative frame (A) alternatively in different colours available black 113 122722

KICCO frame with handle (B) alternatively in different colours available black 113 122729

KICCO housing frame (C) with integrated handle, mounting on a plate black 113 122827

KICCO S4/P4 extension 14.7 mm for driver, in combination with frame 133 122827, mounting on a plate silver 113 122743
KICCO S4/P4 fixing screw 
M4x26 mm

cross-slot, for lever fixation, in combination with driver extension 113 122743 silver 113 122750

KICCO S4/P4 fixing screw 
M3x30 mm

cross-slot, for the fixation of casing plate #113 122736 in connection with casing 
frame 113 122827 for panel thickness 16-22 mm black 113 122981

Technical Drawings

Also available as 
Also available as 

Fixed Code Version
Fixed Code Version

KICCO S4

Installation
Surface Installation (16-22 mm) RetrofitInstallation for thickness 16-22 mmInstallation for thickness 0,8-8 mm

 professional diallock for multiusers
 Retrofitting: easy upgrade from cylinderlock to diallock 
without drilling

 extensive accessories allowing for many installation options
 suitable for wood and metal furniture
 Installation on the surface or embedded

 Integrated overturn protection
 High Security because of a 4-digit Code
 Emergency opening with the Masterkey
 Green-Red Indicator to show lock status
 For panel thickness 0,8 - 1 mm and 16 - 22 mm


